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areaMulti-way terminal strips

The 12-pole terminal strip is made of high-quality flexible plastic, allowing individual terminals
to be separated quickly by twisting. The screws do not need to be backed out before
connecting a conductor: simply insert it and tighten the screw. The housing is made of
flame-retardant polypropylene in accordance with UL94V-2, with a temperature rating of T85
(IEC) or 65°C/149°F (UL).

VDE CE silicone RALPP SVfree 9016

SCREW PACK QTY CTN QTY ARTICLE NO.
IN MM² IN MM² IN VOLTS (VDE)

12 x 2.5 2.5 - 4 450 24 M 2.6 x 5 10 1,200 307401

12 x 6 4 - 6 450 32 M 3.0 x 6 10 900 307402

12 x 10 10 450 57 M 3.5 x 7 10 540 307403

12 x 16 16 450 76 M 4.0 x 9 10 280 307404

12 x 25 25 750 101 M 5.0 x 11 10 90 307405

The terminal strip has captive, raised screws and a flexible body that is easy to separate by twisting.

Dimensions in mm
A B C D Ø E Ø F ARTICLE NO.

96.2 17.0 14.5 8.2 3.1 2.9 307401

116.8 19.2 16.7 10.0 3.4 3.6 307402

140.5 23.5 18.7 12.0 4.5 3.9 307403

169.8 25.0 20.8 14.5 6.5 4.3 307404

Dimensions in mm
A B C D E F ARTICLE NO.

193.5 36.0 26.1 16.5 7.0 4.2 307405
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